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U0.5. Environmental Protection Agency
Pollution Report

DATE: Apxril 4, 1994

TG: T. Johnson, U.5. EFA HY, Region V Rep., FAX 7d3-6d3-811¢
R. Karl, Region V EEREB, (EPA 8538&8), FAX 312-353-917¢
J. Cisneros, Region V E53, (EFA 9Lh38), FAX ?1° 3ba-917¢
F. Rollins , Region V, R53-1I1, (EFA G438}, FAX 312-353-917¢
T. Powell, IEPA FAX 61 -346-51EF
J. Wiggins, U.5. Coast Guard, District 2 FAX 314-539-2649
1.5, Figh and Wildlife, Illinois FAX 3@39-783-58¢14
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FRCM: William S5imes, On--S5cene Coordinater, U. EPA Region V.

S5ite: Clark Uil and Refinery
Site Location: 2¢1 East Hawthorne, Hartford, Madison County,
Illinois
Pesponae Authority: QFA
Dellvery Order # @ HNot Applicable. FPRF cleanup.
Start Date: March 11, 1894

Incident Category: Active FProduction Facility

FOLEEE: Polrep 2

o1 March 11, 1894, the U.S5. EFA National Response Center (HNRO)
raeceived a call at approximately 1608, informing them of an asphalt
anill at Clark il and Refinery in Hartford, Illincois.
Aspraoximately 62,0080 gallons of an asphalt/diezel mixture apilled
site land following a pipeline rapturs.  The material Zlowed into
a nearby drainage ditch which flowa to an NFPDRDES discharge point on
the Missigaippi River. This spill was stopped approdimately ZE0
feet east of the river by the construction <f an earthen dam. The
axact time of the pipeline rupture in unknown. However, the
faciiity noticed 1668 bharrels of +the asphalt missing at
aoproximately §8800 that morning and found 1t at approximately 1484
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n 3i-@1-94, the U.5. EPA vizited the Clark 0il facility to monitor
e prograszz of  the asphalt/diesel olsanup. The following
sogerrvations were made during the aite visit, The facility had

}

mzde a aonnection to the diacharge pipe and attached a hoase =20
trele discharge water could fleow directly to the Migasissippi Biver
inalzad of through the contaminated ditch. Clark teated their
disciarge water and it was found to meet NPDES permit requirements.

{lars had excavated a tota of 13,84¢ —cubic yvards of soil and
pumpsd a  total of 11,828 barrels of water mixed with the

:phalt/dissel. Approximately 1% to 3% of the water/0il mixture
: 211, Clark is also using an environmental consultant firm,
Burnz and MeDonnell (B & MYy, B & M collected =so0il zamples and had
them analvzed for BTEX compounds. B & M also installed
alrproximately 8ix monitoring wells south of the spill which is the
direction of groundwater flow. The wells were monitored with a FPID
detector and two of the wells had a slight reading (1 to 2 pprm)
ahove background and the rezst gave no readings above background.
The ©o0il needed to be excavated to a depth of approximately 8 feet
bacause the o0il migrated below the surface to this depth. Pilings
were installed 1in the southwest corner of the facilities discharge

lagoon located adjacent to the spill point to prevent oil from
entering the lagoon.

he FRP shall continue to excavate contaminated soil and pump the

asphalt out of the ditch with a vacuum truck. In addition, the
I5CG and the IEPA will continue to work together under the 0507 s
direction in monitoring the cleanup.
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